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OUTSTANDrNG FEATURES 
WHITCO AWNING TYPE SASH DOUBLE HUNG STYLE 

EASY CLEANING FROM INSIDE: Both upper and lower sash are 
reversible, permitting the outside of the sash to be washed from 
within the room. 

SIMPLICITY OF OPERATION: WHITCO A. W. is fitted with ad- 
justable double friction, allowing the sash to remain open at any 
angle without the aid of other mechanical devices. 

VENTILATION CONTROL: Lower or upper sash can be opened or 
closed independently. Lower sash may remain locked when upper 
sash is open. Locking of upper sash is done by a standard lock, as 
shown in detail. 

SIMPLE INSTALLATION: WHITCO can be fitted to the sash by 
the carpenter on the job. Mill details are not complicated. 

NARROW MULLIONS: By the elimination of weight pockets, glass 
area is increased without sacrificing wall space. 

Individual roller shades can be attached to each sash, or Venetian 
blinds can shade the entire opening. 



SPECIFICATIONS: 

13/4" Sash: All sash shall be fitted with AW (Ad- 
justable Friction) WHITCO. Length of the hardware 
should be as long as the height of the sash will 
permit. 

13/8" Sash: All sash shall be fitted with WHITCO 
(lOX to 24X). Length of the hardware should be 
as long as the height of the sash will permit. 

TYPES AND SIZES: 

13/4" Sash: AW WHITCO #118 to #148. 
Finish: Solid Brass or Steel Sherardized. 

Manufactured in sizes 1 8", 20", 2^". 30", 36", 
42", and 48". 

1 3/8" Sash: WHITCO lOX to 24X. 
Finish: Solid Brass or Steel Sherardized. 

Manufactured in sizes 10", 12", 14", 16", 18", 
20", and 24". 
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Shows rabbet in upper sash to receive 
WHITCO hard ware. 
1-3/4" sash fitted with AW WHITCO, 
the rabbet should be I/2" by 1-3/8". 

1-3/8" sash fitted with WHITCO, 12X to 
24X, the rabbet should be 7/l6" by I-I/I6". 
In both cases the rabbet should be the full length 
of the hardware used. 



Note: WHITCO hardware permits an 
outside stop at head for weathering. This 
stop is rounded slightly on lower inside corner. 
The sash is also slightly rounded on inside top rail. 





To allow lower sash to operate indepen- 
dently of upper sash, check rails should be 
made to conform with detail and dimensions 
as shown on Page A, (Back Page.) 




Hardware is fit- 
ted to the sash 
wi th the sash 
plate flush with 
the top of the 
sash; and install- 
ed in the open- 
ing with the track 
flush with the top 
of the opening. 

Outside of the 
sash is easily ac- 
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Lower sash can ^ 
be operated in- 
dependently of 
the upper sash. 



The use of WHITCO hardware pro- 
vides for greater light area. Detail shows 
the more attractive narrow mullion obtainable 
with plank frame construction and the consequent 
elimination of weight boxes, etc. 



Shows side jamb at lower sash. See detail 
of check rails on back page for placing 
WHITCO on side jamb for operating the 
ower sash. 





Sill detail; Bottom rail of sash to conform 
with the slope of the sill. When WHITCO 
hardware is applied to a window in the man- 
ner shown, the effect is a window that appears to 
be double-hung but which allows the sash to re- 
verse for easy cleaning from the inside and affords 
all the ventilation advantages of awning type sash. 



DOUBLE-HUNG STYLE 
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Fasteners 
not included 
with 
Wh.tco 
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VINCENT WHITNEY CO. 

130 Tenth Street, SAN FRANCISCO, CALIF. 



SALES REPRESENTATIVES 



NEW YORK, N. Y., Geo. H. Fisher, 416 Broadway 
PHILADELPHIA, PA., H. S. Hendrickson, 1015 Chestnut St. 
CINCINNATI, OHIO, L. W. Stewart Sales Co., 704 Race St. 
BOSTON, MASS., H. E. Holbrook Co., 49 Federal St. 



SEATTLE, WASH., R. F. Bevers, 521 30th Ave. So. 
LOS ANGELES, CALIF., H. W. Brittain, 3644 Revere Ave. 
ST. LOUIS, MO., Herbert Golterman, 423 Louderman Bldg. 
SALT LAKE CITY, UTAH, W. L. Glade, 1421 Sherman Ave. 
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JUMBO W WHITCO 

CASEMENT & TRANSOM HARDWARE 

is designed for use on extra large and heavy sash 
where standard Whitco might not be adequate. 

Whitco pernnits easy access to the outside of the 
sash for cleaning for Whitco equipped sash are 
senni-reversible. 




In the design of Whitco, it has boon built up to a standard not down to a 

price; economy in manufacturing has been made possible through volume. In 

design Whitco has a track that fastens to the frame; a 
sash plate that fastens to the sash; these are joined by a 
pivoted arm and a sliding shoe. This shoe is designed to 
retain a double bowed semi-elliptical spring inserted 
between the shoe and the track, to resist movement 
of the sash against wind pressure. All this is 
accomplished automatically with 
the operation of the 
window. 




Note how spring is com- 
pressed wheri entering 
track as parts are assembl- 
ed, and how the ears on 
the shoe reuinthe tensioa 



All Dealers in Builders Hardware have 






for it is sold only through the Dealers 
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JUMBO WHITCO HARDWARE 

ON CASEMENT SASH 




RESIDENCE OF VINCENT PALMER. LOS ANGELES. CALIF. 
Unusually Large Casement Sash Hung With Jumbo Whitco Hardware 




JUMBO WHITCO CASEMENT HARDWARE USED 
ON KNEEDLER RESIDENCE IN MANILA. P. I. 



Ease of Installation 

is but one of its many features. No special mill 
detail is required. The only fitting needed is a 
small housing — the size of the hardware — at 
top and bottom of the sash. This may be done 
by the carpenter on the job. 

Prevents sag of sasfi 

by extending the sash plate across the joint of 
the rails and stile, and then up the stile, thus 
reinforcing the sash at its weakest point. 





JUMBO is 
manufactured 
in SOLID BRASS 
rust proofed STEEL. 
JUMBO Is 1 6" long. 



Park Theatre, Reading, Penn. 



All Dealers in Builders Hardware have 
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JUMBO WHITCO HARDWARE 

On Transom Sash 
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UNION HIGH SCHOOL, LA JOLLA. CALIFORNIA 
Transom or Awning Type Sash Hung With Jumbo Whitco. 

Adaptability of Whitco 

is also featured in Jumbo Hardware. Any set may be used on 
Casement Sash swinging to the right or to the left; or Transom 
Sash swinging in from the top or out from the bottom. 



When Jumbo Whitco is used on Transoms swinging 
in from the top, transom stops are supplied gratis. 
These stops prevent the sash opening beyond 50° 
and obviate the necessity of transom chains or stays. 




Awning Sash May Be Arranged With 
One Or More Sash in Height. 




H. C. CAPWELL COMPANY 

DEPARTMENT STORE. OAKLAND. 

ALL TRANSOM SASH HUNG WITH WHITCO 



Ail Dealers in Builders Hardware have 



for it is sold only through the Dealers 
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Sash M 
Hardware 1 



REVERSIBLE ACTION 



Stocked by 

Building Hardware Dealers 
everywhere 



permits two-side window 
cleaning from the inside of the room 



ECONOMICAL 



due to the simple mill detail required and 
lowest labor cost at point of installation 



^VnAPTARL F 



to all casements, awning-type windows 
or transoms regardless of size or style 



WIND-HOLDER 



stops slamming from wind-pressure, yet 
always free-acting and sag-proof 



rERNAPLATED STEI 



or perpetual solid 
brass is now available in any model 
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Casement Hardware 




Mark Hopkins Hotel, San Francisco, California 



the modern hinge 
for transoms 
and casements 




CLIENTS WILL APPRECIATE your 
specifying WHITCO Reversible- 
Action casement hardware when 
you tell them this means bof/i sides 
of the window-glass can be cleaned 
easily from the inside, 

YOUR JUDGMENT IN SPECIFYING 
WHITCO is backed by a generation 
of field-testing. Several million sets 
of WHITCO are now in use. Avail- 
able in Eternaplated Steel (electro- 
galvanized by our own process) or 
solid brass, WHITCO is adaptable 
to all sizes and types of casements 
or transoms. Exclusive built-in 
Wind-Holder prevents slamming or 
rattling even under unusual wind 
conditions. WHITCO needs no lubri- 
cation, and its sag-proof construc- 
tion means chatter-free opening 
and closing of the sash, year in and 
year out. 

WHITCO IS INTERCHANGEABLE. 

You need not specify whether it is 
to be used for right- or left-swing- 
ing casement sash, or top- or 
bottom-hung transom sash. The 
width of the casement sash, or the 
height of the transom sash is the 
only factor that needs fo be con- 
sidered. 



Whitco applied at bottom 
of casement swinging out 



Whitco applied at top of 
casement swinging out 




EXCLUSIVE 
''WIND-HOLDER'' 

does double duty when 
WHITCO is specified for 
transoms. Transoms are 
held firmly in position at 
any angle to which they 
may be set, yet are easily 
opened and closed. 



PLATEN^ FRiaiON SPRING^ SLIDmC 




SASH PLATE 



REVERSIBLE 




Adaptable 

to all casements 




Top-hung transom 

Bottom-hung transom. 

Note Whitco is interchangeable 



Casement detail for l^s" sash 



CASEMENT HEAD 




CASEMEN1>^M ft; 




<casement;sill/Zv 

^//////// / / / / / / / / / / 



Transom detail for 1%" sash 



TMNSOM HEAD 
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Jumbo detail for 1^4" sash ^ 




WE RECOMMEND that you 
specify for Uansoms WHITCO 
hardware that is 90% the height 
of the transom sash. For example: 
18" hardware (Stock #18X), 
for 20" high transom sash. 



WHITCO STOCK NUMBERS refer 
to the length in inches of the 
hardware. For example, 12X 
WHITCO means hardware 12" in 
length. For 1 casement sash, 
we recommend: 

8X V/HITCO for sash widths up to 16" 

10X WHITCO for sash widths up to 20" 

12X WHITCO for sash w'd hs up to 24" 

14X WHITCO for sash widths up to 28" 

16X WHITCO for sash w'dths up to 32" 

18X WHITCO for sash widths up to 36" 
Also available in 20X, 22X, and 24X 



Jumbo 



HEAVY-DUTY WHITCO hard- 
ware should be specified for 
large Casement and Transom 
sash heavier than 1 JUMBO 
embodies all features of the 
standard ''X" Line, plus a length- 
ened sash plate forged to form a 
right angle and extend along 
the sash rail and thence on up 
the stile, thus reinforcing the sash 
at its weakest point. JUMBO is 
available, from stock, with a 16" 
sill-plate. Other sizes upon re- 
quest. 



Note 
extended 
JUMBO sash plate 
for extra strength 
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^HITCa 

Awning Type 
Hardware 




Whitco AW double-hung style controls ventilation 

Designed for schools, industrial 
buildings and offices, WHITCO 
"A.W." Awning-Type Sash Hardware 
provides reversible action for 
easy window cleaning and controlled 
ventilation as does the entire 
WHITCO line. Awning Type WHITCO 
is stocked in either solid brass or 
Eternaplated Steel, and is 
adaptable to all sizes and types of 
casements or transoms. 

EXTREME WIND CONDITIONS OR 
EXTRA LARGE AND HEAVY SASH 

may require selection of an optional 
WHITCO feature. Awning Type 
Hardware is now available with 
"Adjustable Bolt Tension" action 
in addition to spring friction. 
Select this added feature with the 
manufacturer's assurance that 
"'Free Action" is positive regardless 
of wind pressure or sash weight. 



HERE'S HOW TO ORDER 
AWNING TYPE HARDWARE 



► 



Awning Type Hardware 

Specify the length of the hardware 
so that it is approximately 90% 
the height of sash. For example, a 
40" sash, whether awning 
or heavy transom, calls for a 
36" hardware length. 
For sash or heavier. 



WIND-HOLDER ACTION PLUS 
ADJUSTABLE BOLT TENSION 

100 SERIES 



STOCK 


HARDWARE 


NUMBER 


LENGTH 


11 SAW WHITCO 


18" 


120AW WHITCO 


20" 


124AW WHITCO 


24" 


130AW WHITCO 


30" 


136AW WHITCO 


36" 


142AW WHITCO 


42" 


148AW WHITCO 


48" 



SPRING FRICTION 
WIND-HOLDER ACTION 



200 SERIES ■ STOCK 

NUMBER 




HARDWARE 
LENGTH 



218AW WHITCO 18" 

220AW WHITCO 20" 

224AW WHITCO 24" 

230AW WHITCO 30" 

236AW WHITCO 36" 

242AW WHITCO 42" 

248AW WHITCO 48" 



REMEMBER THESE WHITCO 
EXTRA BENEFITS: 

Reversible Action for easy washing 
Built-in Wind-Holder for Controlled Ventilation 
Pre-fabricated Stock Sizes for Every Situation 
Free Action for Chatter-Free Opening and Closing 
Adaptable to all sizes and types of Casements, 

Transoms and Awning-type Windows. 
Available in ETERNAPLATED Steel or Solid Brass 
Econ6m9tMt' Due to the Simple Mill Detail Required 
and l.o.r' tst Labor Cost at Installation 
Point 

One Unit ^ -smbines both Hinge and Friction 
AdjMster 

A. I. A. Details sent upon request 
to the mar jfacti^rer: 

Vincent Wh'ii ey Company 

130 10th St jet 

San Francif o 3, California 

Printed in U.S. A 



■ WHITCO 
REPRESENTATIVES 

ATLANTA, GA. 

Roy C. Joiner., 311 Candler Bidg. 
CHICAGO, ILL. 

D. E. Foster, 1049 W. Oakdale Ave. 
CINCINNATI, O. 

L. W. Stewart Sales Co.. 505 Walnut St. 
DETROIT, MICH. 

Robt. A. Eisen, 310 Hammond BIdg. 

LOS ANGELES, CALIF. 

H. W. Brittain, 3644 Revere Ave. 

MANILA, P. I. 

Norton & Harrison Co., 814 Echague 

NEW YORK, N. Y. 

Geo. H. Fisher, 401 Broadway 

PHILADELPHIA, PA. 

Jas. E. Leonard, 401 No. Broad St. 

PITTSBURGH, PA. 

Johnson Hardware Agency, 35 Ewing Ave 

SALT LAKE CITY, UTAH 

W. L. Glade, 1421 Sherman Ave. 

ST. LOUIS, MO. 

Herbert GoUerman Co., Louderman BIdg. 
ST. PAUL, MINN. 

P. D. Shirley, 413 East 3d St., White 
Bear Lake Sta. 

SEATTLE, WASH. 

R. F. Bevers, 4524 tast 60th St. 

TORONTO, ONT., CAN. 

•. H. Slater & Co., 32 Front W*»st 

WASHINGTON, D. C. 

John L. Lindstrom, 2929 Connecticut Ave. 



OTHER WHITCO HARDWARE 
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vtSpecuJ Order 
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Awning Type Hardware 

Specify the length of the hardware _ 

so that it 

the heighi 

40" sash, 

or heavy 

36" hard\ 

For 134" s > 

WIND-HC 
AD JUST A 



100 SERIES 
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INTERNATIONAL 
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https://archive.org/details/buildingtechnologyheritagelibrary 
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REMEMBEI 
EXTRA BE 

Reversible Ac 
Built-in Wind- 

Pre-fabricateo .r.«««r. .w. »^.»w»...<ri. 

Free Action for Chatter-Free Opening and Closing 
Adaptable to all sizes and types of Casements, 

Transoms and Awning-type Windows. 
Available in ETERNAPLATED Steel or Solid Brass 
Econ5mit.)4i Due to the Simple Mill Detail Required 

and 'St Labor Cost at Installation 

Point 

One Unit ^^mbines both Hinge and Friction 
AHji'ster 

A. I. A. Details sent upon request 
to the mar jfacti'rer: 

Vincent Wh'^i ey Company 

130 10th St ;et 

San Franci'f o 3, Ca/ifomi'a 

Printed in U.S. A 



From the collection of: 



Mike Jackson, FAIA 



Geo. H. Fisher, 401 Broadway 

PHILADELPHIA, PA. 
Jas. E. Leonard, 401 No. Broad St. 

PITTSBURGH, PA. 
Johnson Hardware Agency, 35 Ewing Ave 

SALT LAKE CITY, UTAH 

W. L. Glade, 1421 Sherman Ave. 

ST. LOUIS, MO. 

Herbert GoUeiman Co., Louderman BIdg 
ST. PAUL, MINN. 

P. D. Shirley, 413 East 3d St., White 
Bear Lake Sta. 

SEATTLE, WASH. 

R. F. Bevers, 4524 East 60th St. 

TORONTO, ONT., CAN. 

H. Slater & Co., 32 Front West 

WASHINGTON, D. C. 

John L. Lindstrom, 2929 Connecticut Ave. 




